Figure 12.7 Installed Nameplate Capacity of Steam-Electric Generators for Electric Utility Plants
With Environmental Equipment

By Fuel and Equipment Type, 2000

Coal-Fired Units

Petroleum- and Gas-Fired Units

400 -

2

g 300 -

I

(o))

=

S 200 -

c

[

%]

3

< 100 -

|_

31 29
0 I I 0

Particulate Cooling Towers Scrubbers Particulate Cooling Towers Scrubbers
Collectors Collectors

Total Units by Equipment Type, 1985-2000

400 -
Particulate Collectors
[9]
& 300 -
%
>
=
200 - .
T ngl.lp.g.Towerm .......
B e
o}
2 100 -
= _Scrubbers  _ - — = — — —
0 1 v 1 v 1 v 1
1985 1990 1995 2000

Coal-Fired Units by Equipment Type, 1985-2000

400 -

" Particulate Collectors

®300 —

3

{@)]

—

T 200 -

§ Cooling Towers . ..cowe-

S e

£ 100 - _ _ Scrubber_ — — = = — =
0T T T T T T 1
1985 1990 1995 2000

Petroleum- and Gas-Fired Units
by Equipment Type, 1985-2000
75 -

2

c

% 50 -

o3

= Particulate Collectors

2

3

é 25 Cooling Towers

'—
O ) ) )
1985 1990 1995

1
2000

Note: Because vertical scales differ, graphs should not be compared.
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Source: Table 12.7.
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